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Description

SS881

This type of sounders is equipped with a flasher. In addition to audible warnings,
by 6 LEDs provided inside the sounder, the device can make visual warnings too.
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This type of sounder can only make audible warnings
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Features

Low current consumption

Easy installation and maintenance

Designed and manufactured according to BS EN 54 -3
Compatible with fire alarm systems which manufactured according to relevant
international standards

Resistant to electromagnetic fields

Stability against humidity and corrosion

Metalized SMD circuits

Wall and ceiling mount

15 years expected life

2 Years Guarantee



Technical specifications o wlaxin
Sounder Model SS 81 S 100 25l Jae
design standard EN54-3 b gl
operating voltage 12-32 VD.C. Sty s
static current at 24 V D.C. 0mA TFVD.C. s o o S o ol
alarm Current at 24 V D.C. <30 mA YEVD.C. o p ¥ el o ol
operating temperature -15°C-+70 °C -25°C-+70°C N sles 0
color o Red %,
flasher color iyt LED sac o - PR

6 Red LEDs

Sound frequency range

800 Hz - 970 Hz 500 Hz — 1200 Hz

Mo uilS )8 03540

environmental type (Indoor - i3l 5,9) Type A wiles
IP Rating P21C cbli> a0
dimensions 81.5x81.5x52 mm @ 150x33 mm lef
weight 749 179 o

Minimum Sound Level at 1 m dB (A)

dB (A) cows Y M alold )0 oo (29,5 oS

SS 81
5l (54 dmiio (9908 dxdo
(Angle) (Horizontal Plane) ( Vertical Plane)
15° 98.8 98.5
45° 98.1 97.9
75° 98.4 98.1
105° 98.0 97.9
135° 98.0 98.1
165° 97.7 97.1
S 100
5l (545 azio (998 dxdo
(Angle) (Horizontal Plane) ( Vertical Plane)
15° 91.7 92.2
45° 91.0 90.8
75° 91.1 90.6
105° 90.6 90.2
135° 91.2 90.6
165° 91.0 89.8
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At the end of the line, a 6.8 kQ resistor will be located
between black and red wires.
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For more information about installation, repairing, maintenance and checking the originality
of the products via 16 digits code on the back side of the products, please visit our website:

www.zitexiran.com
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