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Fire Alarm Sounder Beacons
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Sounder beacon

Siren Model »iTdso
Design Standard BS EN-54-3 > bb 3ol
Operating Voltage 12-30 V d.c. g o imS
Static Current at 24 V d.c. 0mA P Vd.C. jtg 43 e sy el s gl
Alarm Current at 24 V d.c. 30 mA P Vd.c. jtg gs pyUTedl ys glye
Operating Temperature -15°C — +70°C 63558 glos oS
Color Red jo,8 Sy
Flasher Color S ELED Uj Sed Sy

frequency range

6 Red LEDs

800 Hz — 970 Hz

wulS 8 03ga0

Sound Levelat1 m 95+5dB Fio | olald s Isso b
Environmental type (Indoor) Type A (leaslw g ) w7 &y
IP Rating IP21C wblas 6o
Material (Non-Flammable) ABS (Jleidl Jol5 ) 80y i
Dimension 81.56x81.5x52 mm Slayl
Weight 749 wuJ9

_ Main Features _

Designed and manufactured according to EN 54-3 standard

EN 54-3 Aol g 35185 tiwl Slol 1 b gstho sl g o>1ib

Compatible with fire alarm systems which manufactured

31wl b G—lho 03— 63l Gy )—> plel gj—S 0 gl 68w b gy 5jLw

according to relevant international standards huipo ol o
Resistant to electromagnetic fields iz Lo g iSUl gl (1o a3 Pglio
Stability against humidity and corrosion 5395 9 Cugh il s pgldo

Metalized SMD circuits

o3 6 jllio SMD iyl @i

Wall and ceiling mount

hiw g 5ylgss wuas ylSol

Terminal for quick, easy and neat wiring

505 g & ey lanT oS oo 5 JUeso 35 i Uit

Low current consumption

w8000 yly> gmpieS

Easy installation and maintenance
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2 years golden guarantee and 20 years after- sales service

Uiad 1 g o33 Jlsbo g ullh 1S Jlu 93

100% quality control
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